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Installation Instructions for

VenetoVenti 1.2LF400_2D100

980VENETVSP

G P I :ENERAL RODUCT NFORMATION

This product can mount to either a 4" square electrical box with

round plaster ring or an octagon electrical box.

This product is suitable for indoor dry locations only.

NOTE: This canopy may be installed to sloped
ceilings with .MAX 45° tilt

Suspension

CAUTION - RISK OF FIRE

This product must be installed in accordance with
the applicable installation code by a person familiar
with the construction and operation of the product
and the hazards involved.

Use minimum 90°c supply conductors.

SCREW ALLEN
WRENCH

Separate the crossbar from the canopy by removing all

four screws with the Allen wrench provided.
Mount the crossbar to the electrical box with the two

#8-32 screws provided.

#8-32 SCREW

CROSSBAR
ASSEMBLY

Install the Crossbar

1B1A

11 2



2

Temporarily remove the canopy and half ball pivot from the

assembly by unscrewing the pivot from the hub and pulling the

fixture wires through.

Feed the fixture wires through the optional extension stem(s)

and tighten completely to the threaded nipple on the hub.

Feed the fixture wires through the canopy and half ball pivot

and tighten completely to the threaded nipple on the new

extension stem.

Adjust the Fixture Height (Optional)

EXTENSION STEM

THREADED NIPPLE

THREADED NIPPLE

HUB

HALF BALL PIVOT

CANOPY

NOTE: Use a 24" stem for the minimum 34" overall
height.To extend the fixture height to 46", or 58", or 70",
use the additional 12", or 24", or combination of 12" and
24" provided extension stems respectively.The extension
stems are not field cuttable.

Place all wire and wire nut connections inside the

electrical box.

Align the canopy holes with the crossbar holes. Secure

the canopy in place by tightening the four screws with

the provided Allen wrench.

SCREW ALLEN
WRENCH

Connect the fixture to a suitable ground in accordance

with local electrical codes.

Connect the black fixture wire to the hot power line wire

with a wire nut.

Connect the white fixture wire to the neutral power line

wire with a wire nut.

Install the Fixture
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For each socket, screw the lamp completely into the socket.

Install the Lamp

Use Volt, Watt Type A19MAX 100120

Medium Base Lamp With Each Socket.

CAUTION:To reduce the risk of a burn or electric shock

during relamping, disconnect the power to the fixture.

SOCKET
LAMP

4A

1

1

GLASS

CAP SCREW

KNURLED NUT

WHITE WASHER

CABLE CAP

CLEAR WASHER

AIRCRAFT CABLE

Remove the cap screw from the cable bushing.

Remove the knurled nut and one of the plastic washers from

the cap screw.

AIRCRAFT CABLE

CABLE BUSHING

KNURLED NUT
PLASTIC WASHER

PLASTIC WASHER
CAP SCREW

Install the Glass

From outside of the glass shade, insert the cap screw through

one glass shade hole.

Place the second plastic washer onto the cap screw and finger

tighten the knurled nut to secure the cap screw in place.

Screw the cable bushing completely to the cap screw.

Repeat steps 1 through 5 for the remaining glass shade holes.
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HUB CABLE
CLUTCH

AIRCRAFT
CABLE

GLASS

Feed the aircraft cables through the cable clutches in

the hub.

Pull the aircraft cable up behind the hub to raise the

glass. Make sure that the glass is at least 3.5” away

from the lamp, but high enough to cover the lamp.

To lower the glass shade, push the cable clutch in and

pull the aircraft cable down.

When the glass is in the desired position, trim the excess

aircraft cable behind the hub.

NOTE: To replace the lamps, simply reach the lamp

from top of the glass shade. The canopy is equipped
with a max 45 tilt capability which may assist in°

lamp replacement.
DO NOT REMOVE THE GLASS.

NOTE: Make sure to support the glass shade while

adjusting the aircraft cables. An assistant is
recommended to complete these steps.
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SAVETHESE INSTRUCTIONS!
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